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ERRATA SH EET
RECORDING AND CODING GUIDE FOR TH E STRUCTURE
INVENTORY AND APPRAISALOF TH E NATION-S BRIDGES
REPORT NO. FH WA-PD-96-001, DECEMBER 1995

INTRODUCTION
Add te folbwing paragraph atte end oftie page:

"Som e bridge ow ners are co Bcting bridge condition ratings for iems inc blided
in tis Guide (Iems 58-Deck, 59-Superstructure, 60-Substructure, and 62-
Cullertyusing te American Association ofH ighway and Transportation
Official" (AASH TO) Guide for Com m on ¥ Recognized (CoRe) Structurall
EBment. CoRe e Imentinspection ratings provde detai Bd condition
assessment tatcan sene as inputinto a com prehensive bridge m anagem ent
sysem (BMS). The FH WA has proMded bridge owners witi a com puter
program for trans kting bridge condition data in te CoRe e Imentform at®
Nationa IBridge Inventory (NBI) condition ratings for te purpose of NBI data
subm itlallto FH WA . The purpose oftie program is © perm itbridge inspectors
1 record condition inform ation in a form att atsatisfies bot BM S and NBI
data co Bction requirement."

DEFINITION OF TERMS
Add te folbwing definition atte end oftie page:

"(s)) Comm on ¥ recognized (CoRe) StructuralE BIm ent.) A group ofstructurall
e Bmen® endorsed by AASH TO as ameans of proMding a uniform basis for
data co lction for any bridge m anagem entsysem , © enab k te sharing ofdata
between Staks, and © albw for a uniform trans ktion ofdata o NBI It€m s 58,
59, 60, and 62."

lem 6B, CriticallFaci ly Indicator, wilino bnger be coded. Bhnk space will
be inserted in it p hce.

lem 21 and Iem 22 - The fo Bbwing additionallcodes wiMbe added © te Estof
m aintnance responsibi iy and ow ner codes:

61 - Indian Triba IGovernm ent

72 - Air Force

73 - Naw M arines

74 - Army

75 - NASA

76 - Metropo Han W ash ington Airport Servce

lem 32 - Approach Roadway Widt, te exanp B on te tith Ene shoull be
(XXX.X'metrs). On te first Ine ofextitshoul read ACode a 4-digitnum ber
. .0.
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Iem 32 - Approach Roadway Widt, in te exanplls te colmnshowing te
coding shou M read from top © botiom 0078, 0162, 0450, and 0288.

lem 39 - Nauvgation \erticallC Barance, tie exan pB on tie tth Ene shoul be
(XXX.X'metrs). Onte 4t Ene ofextitshoul read A. . . as a 4-digit
number .. .0. Inteexamplls te colmnshowing tie coding shoul read
from top © botiom : 0500, 0206, and 0242.

Iem 40 - Namgation H orizontaIC Barance, te exanp B on te tith Ene shoul
be (XXXX. X metrs). Onte 6t Ene oftextitshoull read A. . . as a 5-digit
number . . .0. Inte Exanplls te colmnshowing tie coding shoul read
from top © botiom : 00535, 00950, and 02020.

Iems 58 trough 62 - Add te folbwing sentnce 0 te firstparagraph :

"The use oftie AASH TO Guide for Com m on ¥ Recognized (CoRe) Structural

E Bment is an acceptab ¥ alernative © using tese rating guide Ines for Iem s
58,

59, 60 and 62, proMded te I WA trans ktor com putr program is used ©

Conmertte inspection data © NBI condition ratings for NBI data subm ittall"

lem 92C - Oter Speciallnspection, Guide Ine for m axim um allbwab ¥ inenal
between inspections wi Mbe changed © 60 m onths.

I€tm 100 - STRAH NETH ighway Designation, The coding for tis iem is
changed © te folbwing:

Code Description

0 The inventory route is not a STRAHNET route.
1

The inventory route in on a Interstate STRAHNET
route.

2 The inventory route is on a Non-Interstate
STRAHNET route.

3 The inventory route is on a STRAHNET connector
route.

lem 116 - Minim um Nawgation \£rticallC Barance, \£rticallLift Bridge, te
exanpBon te tith Ene shoul be (XXX. X metrs). On te 1st Ine ofextit
shoul read A. . . code a 4-digitnumber . . .. Inteexampls te colmn
showing te coding shoul read from top © botiom : 0106, and 0242.
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For te com putation of "Y" (Widt /Lane) te folbwing wilbe added:

Y (Widt /Lane) =Itm 51 (Bridge Rdwy. Widt)>*
Hrst2 digit of#28 (Lanes)

A valie 0F10.9 metrs wilbe substituted when itm 51 is coded "0000"
or notnum eric

Definition of Iem s shou M read Definition of Term s@.
Under Definition of Terms iem (b) shou M read ACulert(

Under Definition of Terms iem (i) shou M read AStrakgic H ighw ay Corridor
Network (STRAH NET). Rephces Defense Ie€ms, which were dropped.{

For I1tm No. 2 tie Itm Name shoul read AH ighway Agency District).
For Itm No. 11 tie Itm Name shou M read AKi bm et r Point.

For Itm No. 116 te Itm Position shoul read A386 - 389" and tie I€m
Lengt /Type shou B read A4/NQ.

---W ash ington H eadquartrs Use Iem Position shoull read A390 - 427".



